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Technical Specifications 

Product KENT EXCELL+ Without Tank 

Product Code 

Product Generic Name 

Product Colour 

Applications 

Purification Production Rate 

Body Material 

Mounting 

Dimensions (mm) 

Inlet Water Pressure/Temp. (Min.) 

Inlet Water Pressure/Temp. (Max.) 

Min./Max. Operating pH 

Filter Cartridge 

UV Lamp Wattage 

Life of UV Lamp 

Net Weight 

Storage Capacity 

Maximum Duty Cycle 

Membrane Type 

Booster Pump Voltage 

Total Power Consumption 

Input Power Supply 

IP Rating 

111003 

Water Purifier 

White 

Suitable for Purification of Brackish/Tap Water/ 

Municipal Corporation Water. 

15 L/hr.* 

ABS Food Grade Plastic/Stainless Steel 

Wall-mounting/Under-the-Counter/Cooler Installation 

390 (L) X 200 (W) X 520 (H) 

0.3 kg/cm'/1 o·c 

4 kg/cm2/40°C 

6.5-8.0 

Sediment, Activated Carbon, UF and Post Carbon. 

11 W 

5000 hrs. of operation 

10.7 kg 

7 L 

75 L/day 

Thin Film Composite RO 

24 V DC 

60 W 

Single Phase 100-250V AC, 50-60 Hz. IQ] 

IPX1 

• Treatment capacity tested for tap water having TDS level of 750 ppm at room temperature.

Testing Information 
The System has been tested according to IS 10500:2012 (Standards for drinking water as per Bureau of Indian 
Standards) for reduction of the hazardous substances as listed below. 

Performance Data Sheet-KENT Excell+ Mineral RO
™ 

Water Purifier
'This system has been tested according to NSF/ANSI 58 for reduction of the substances listed below. The 
concentration of the indicated substances in water entering the system was reduced to a concentration less than 
or equal to the permissible limit for water leaving the system,as specified in NSF/ANSI 58". 

Substance Influent challenge Maximum permissible Minimum % 
concentration mg/L product water reduction 

concentration mg/L 

Total Dissolved Solids 750±40mg/L 187 86.8% 

Arsenic ( +5) 0.30±10% 0.010 98.7 
Barium 10.0±10% 2.0 97.7 
Fluoride 8.0± 10% 1.5 96.3 
Lead 0.15±10% 0.010 99.3 
Nitrate / Nitrite 30±10% 10 68.5 

(jF Arsenic, Barium, Fluoride, Lead, Nitrate/Nitrite contents as tested & certified by WQA as per 
standards NSF/ANSI 58. 
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"Do not use with water that is microbiologically unsafe or of unknown quality w/o adequate disinfection before or 
after the system". 
Efficiency rating means the percentage of the influent water that is available to the user as reverse osmosis 
treated water under operating condition that approximate typical daily usage. 
The system conform to NSF/ANSI 58 for the specific performance claims as verified and substantiated by test 
data. While testing was performed under standard laboratory conditions, actual performance may vary. 
The influent water to the system shall include no organic solvents, Chlorine <2 mg/L, pH 7-8, Iron <2mg/L,Turbidity 
<1 NTU and hardness <1000mg/L. 
"This system is acceptable for treatment of influent concentrations of no more than 27 mg/L Nitrate and 3 mg/L 
Nitrite (in combination measured as N), and is certified for nitrate/nitrite reduction only for water supplies with 
pressure of 140 kpa (20 psi) or greater". 
This system has been tested for the treatment of water containing pentavalent arsenic (also known as As (V),As 
(+5), or arsenate) at concentrations of 0.30 mg/L or less. This system reduces pentavalent arsenic but may not 
remove other forms of arsenic. This system is to be used on water supplies containing detectable free chlorine 
residual or on water supplies that have been demonstrated to contain only pentavalent arsenic. Treatment with 
chloramines (combined chlorine) is not sufficient to ensure complete conversion of trivalent arsenic to 
pentavalent arsenic. Please see the Arsenic Facts section of the performance data sheet for further information. 

10 


	Excell Plus Manual_CTC.cdr

